ANT868-Y12 /Y15 68MHz Yagi antenna

Antenna Mounting +,— -/-$01",-/2/-$+/3 .1
,0,-+4/-%$0 55+$
Bracket Assembly Final Assembly for + Type: ANT868-Y12 : 6 elements yagi antenna,

vertical pelarization

{1ai] 1001 ANT868-Y15 : 10 elements yagi antenna
; =i ol B el I + Frequency range : 824-960MHz
[ ]l " Ii l § ] » Impedance : 50 ohms unbalanced
M&cf’l ¥ : + Gain : ANT868-Y12 : 11.5dBi / Y15 : 15dBi
el - s
| 4 : g + Front to back ratio: -Y12 : 220dB / -Y15 : >215dB

V.S.W.R : <1.4 :1 in bandwidth
Max Power: 10W (CW) at 50°C
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TYPICAL RADIATION PAITERN af 890 MHz TYPICAL RADIATION PAITERN at 890 MHz + All parts are at the ground
fie; £03017 . scoe logittmic. P E03.018 . Seole lpgetnmiz « Connector : FME-male
o o « Wind surface : 0,02 / 0.03m2
» Wind load : 27N / 48N at 150km/h
ar 1
."“* = « Materials : Aluminium, PCB, thermoplastic
- » Dimensions : -Y12 : 190x580x60mm
-Y15 : 190x980x60mm
) ~ . Weight:  -Y12:410g
m. -Y15 : 500g
* Mounting mast @ 25-42mm
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-Y12-Y15 - - Non-contractual document: specifications can be modified without any notice. All trademarks are the property of their respective owners
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RADIOCOMMUNICATIONS



